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ACTIVE PRODUCTS
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APPLICATIONS
→  Data center   →  Enterprise wiring closet   →  Service porovider transport

FEATURES
•  Compliant with SFP MSA
•  Hot-pluggable SFP footprint
•  RJ-45interface
•  Supports 10M/100M/1000M/10G BASE-T operation in host 
systems with SGMll interface
•  Auto-sense MDI/MDIX
•  Single +3.3V power supply
•  RoHS-10 compliant and lead-free
•  Compliant with IEEE 802.3z,IEEE 802.3u, IEEE802.3ab 
standards

SPECIFICATIONS

10M/100M/1000M/10G BASE-T SFP
Copper RJ-45 SGMII Transceiver

DESCRIPTION
The 10GBASE-T module offers high-speed connectivity at data rates of 10Gbps. This module allows for the use of 
CAT6A/CAT7 cables to connect endpoints with embedded 10GBASE-T ports, supporting distances of up to 30 
meters. It provides a cost-effective solution for connecting devices within a rack or between racks.
Each SFP transceiver module undergoes individual testing and is compatible with a variety of switches, routers, 
servers, network interface cards (NICs), and other networking devices. With low power consumption and easy 
installation, this hot-swappable 10G SFP transceiver is a great option for enterprise networks, LAN applications, 
and other networking environments that require copper connections.

Parameter ABL-SFP-FE-T ABL-SFP-GE-T ABL-SFP-10G-T

Max Data Rate 155Mbps 1.25Gbps 10Gbps

Power Supply DC3.3V DC3.3V DC3.3V

Cable Distance 100m@Cat5e/6 100m@Cat5e/6 30m@Cat6A

Connector RJ-45 RJ-45 RJ-45

Cable Type Copper Copper  Copper

Operating Temperature -20 to +60°C -20 to +60°C -20 to +60°C

ORDERING INFORMATION
Description Reference


