
Fiber Optical Cable

A-F-MD-001/A2

Abalone Tech’s Indoor 2-Fiber Round Armored Fiber 
Cable is a durable, dual-fiber optical cable designed 
for reliable data transmission in demanding indoor 
environments. It features a robust corrugated steel 
armor layer for superior protection against physical 
damage,  rodents ,  and crushing forces whi le 
maintaining flexibility for easy installation. The round 
design ensures better structural integrity and easier 
handling in conduits, trays, and tight spaces.

ü Contains two optical fibers for duplex communication (transmit & receive)
ü Steel armor provides resistance to crushing, bending, and rodent damage
ü LSZH/PVC sheath meets indoor fire safety requirements
ü Reinforced construction ensures long-term reliability in harsh conditions
ü Round design allows smooth routing in conduits and tight spaces
ü Optimized for high-speed data transmission with minimal signal loss

FEATURES

Indoor 2 Fibers Armored Fiber Cable

ü Data Centers
ü Enterprise & Office Networks
ü Industrial Facilities 
ü Security & Surveillance 
ü Telecom & FTTH 

APPLICATIONS



For more information
Visit us at  www.abalone-tech.com

Contact Customer Service by emall: GlobalSales@Abalone-tech.com
or by phone: +852 3960 6390

SPECIFICATIONS

Item Parameter

Fiber Core 2

Fiber Type G657A1/OM1/OM2/OM3/OM4

Cable Diameter(mm) 3.0（±0.1）

Cable structure

Fiber Ф0.6mm Tight Buffer Optic Fiber

Metal Tube Ф1.9mm±-0.1  S204

Strength Member 4-strand 1100D Aramid Yarn

Jacket LSZH-FR or PVC

Tensile Strength(N)
Short-term 300

Long-term 100

Crush Resistance  
(N/100mm)

Short-term 3000

Long-term 1500

Minimum Bend 
Radius(mm)

Dynamic 20D

Static 10D

Max Attenuation
(dB/km)

SM
1310nm 0.4

1550nm 0.3

MM
850nm 3.0

1300nm 1.0

Operation Temperature(°C) -40~+75


