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Fiber Patch Cord
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DESCRIPTION
This 1F butterfly patch cord is a patch cable that is designed for use in FTTH (Fiber to the Home) projects. It is commonly used to 
connect Fact plates, terminal boxes, and ONU equipment. The FTTH cable allows for easy access to the fiber and simple installation, 
making it ideal for connecting homes to communication equipment. It is suitable for use as an access building cable in premises 
distribution systems. The cable features optical fibers at its center, with two parallel Fiber Reinforce Plastic (FRP/KFRP) strength 
members on each side, all enclosed in a LSZH sheath. 

APPLICATIONS
→   Access Networks
→   LAN (Local Area Network)
→   Fiber Optic Communication System
→   FTTH (Fiber to The Home) Indoor Building

FEATURES
• Robust build, lighter weight, superb usability.
• Straightforward disassembly/reassembly, simple setup & upkeep with innovative 

flute design.
• Parallel FRP strengthens electromagnetic & crushing resistances, ensuring top-tier 

performance.
• Low bending sensitivity ensures high bandwidth & top-notch communication ability.

SPECIFICATIONS

     SC UPC 2.0x3.0mm 
LSZH Butterfly Drop Patch Cord

Item Parameter

Connector Type SC UPC

Fiber Count 1F

Fiber Type G657A1

Outer Jacket Material LSZH

Strength Member Material FRP/KFRP

Cable Diameter 2.0±0.2*3.0±0.2mm

Insertion Loss ≤0.3dB

Return Loss ≥50dB

Durability 500 times

Operation Temp. -10℃~+70℃

Tensile Strength
Long Term 100N

Short Term 200N

Crush Load
Long Term 300N/100mm

Short Term 1000N/100mm
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