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The Abalone ABL-FS-A4 is an essential tool for professional fiber deployment. It enables installers to quickly 
and reliably join optical fibers on site, ensuring a stable and long-lasting optical connection. Designed for field 
environments, it offers intuitive operation, visual guidance during splicing, and reliable protection of the 
completed splice, helping technicians work efficiently and with confidence.

ü Designed for on-site fiber installation and maintenance
ü Fast operation suitable for professional deployment teams
ü Intuitive user interface for easy handling and reduced training effort
ü Visual guidance helps users ensure correct splicing quality
ü Ensures durable and secure fiber connections for long-term network performance
ü Suitable for frequent daily use in FTTH, telecom, and data network projects

FEATURES

OPTICAL FIBER FUSION 
SPLICER

Fusion Splicer
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SPECIFICATIONS
Parameter Specification

PN ABL-FS-A4

Usable Fiber Single-mode (SM) or Multimode (MM)

Fiber Coating Diameter 100–150 μm

Protective Coating Diameter 0.1–1.0 mm

Standard Cleave Length 16 mm

Average Splice Loss – SM 0.02 dB

Average Splice Loss – DS Fiber 0.04 dB

Average Splice Loss – MM 0.01 dB

Average Splicing Time 8 seconds

Tensile Test Strength 1.96 N (200 gf)

Environmental Test Atmospheric pressure (up to 3500 m altitude), temperature & 
humidity

Auto Calibration Automatic calibration by measuring electrode gap distance

Splicing Modes AUTO / MANUAL

Splicing Programs SM / MM / DS / NZDS / ER

Compatible Splice Protection Sleeves 60 mm / 40 mm / micro sleeves

Heating Time User adjustable

Power Adapter Input 100–240 V (50–60 Hz)

Power Adapter Output 12 V – 3 A

Wind Resistance Up to 15 m/s

CONFIGURATION


