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The ABL-FAT001 is designed for outdoor FTTH 
distribution, integrating fiber splicing, splitting, 
storage, and distribution in a compact enclosure. 
It serves as a reliable interface between feeder 
and drop cables, ensuring efficient fiber 
management and stable operation.

The enclosure supports both direct connection 
and splitter-based distribution, suitable for aerial, 
duct, and pole-mounted installations. It is 
compatible with industry-standard Mini SC 
hardened connectors (Huawei-type compatible) 
for seamless network integration.

ü Made of high-quality ABS/PC engineering plastic, with excellent resistance to UV, corrosion, and aging
ü IP68 protection level, suitable for harsh outdoor environments
ü Integrated design for splicing, splitting, and storage
ü Supports 1×8 PLC splitter and cascade splitting solutions
ü Reliable sealing structure ensuring long-term performance
ü Compact and robust design for easy installation and maintenance
ü Compatible with Mini SC hardened connectors (Huawei-type compatible)
ü Pre-connectorized interface for fast and reliable installation

FEATURES

ü FTTH access network
ü Outdoor fiber distribution (aerial / duct / direct buried)
ü Pole-mounted deployment
ü Fiber branching and protection points

APPLICATION
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SPECIFICATIONS

Parameter Specification

PN ABL-FAT001

Material ABS / PC

Dimension (L×W×H) 300 × 290 × 120 mm

Protection Level IP68

Cable Ports 1 In / 8 Out

Connector Type SC/APC

Installation Method Pole Mounting

Weight Approx. 1.0 kg

Packaging 4 pcs / carton

Connector Type Mini SC hardened connector (Huawei-type compatible)

CONFIGURATION OPTIONS
Configuration Description

Option 1 1×8 PLC splitter (SC/APC), standard distribution

Option 2 1×2 FBT (50:50) + 1×8 PLC splitter (cascade solution)

Option 3 1×2 FBT (70:30) + 1×8 PLC splitter (asymmetric split)

All configurations are based on Mini SC hardened connector interface (Huawei-type compatible).

ü Cable tie：2.5mm*80mm 10pcs
ü Fiber protective tube：1 pcs
ü Heat-shrink sleeve：1.0mm*3mm*60mm 2pcs
ü Expansion screws：φ8mm 3pcs
ü Self tapping screws：M5*32mm 3pcs

STANDARD ACCESSORIES
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OPTIONAL ACCESSORIES

Pole mounting Including fiber storage bracket

Stainless steel band for pole installation


